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SEGMENTAL CONCRETE PAVING UNIT OF SUITABLE 
THICKNESS AND ASPECT RATIO FOR THE GIVEN 
APPLICATION

1 IN. (25 MM) THICK BEDDING SAND

SEPARATION GEOTEXTILE OVER CONCRETE/ 
ASPHALT TURN UP AT ALL VERTICAL SURFACES

NEW OR EXISTING ASPHALT OR CONCRETE BASE. 
ENSURE SLOPE 2% MINIMUM TO DRAINS.

COMPACTED AGGREGATE SUBBASE (AS 
REQUIRED) - THICKNESS VARIES BASED ON SITE 
CONDITIONS

COMPACTED SOIL SUBGRADE

JOINTING SAND IN OPENINGS, AND BETWEEN 
SEGMENTAL PAVING UNITS AND EDGING

MIN. 2% SLOPE
TO DRAIN

DRAWING NO.TITLE:

SCALE:

(AS SHOWN)

AIRFIELD PAVEMENT ON CONCRETE OR
ASPHALT BAS

PAV-DWG-O11
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NOTES:

VISIT www.masonryandhardscapes.org/technical-resources/#hardscapes-tech FOR ADDITIONAL RESOURCE DOCUMENTS.
CONSULT PAV-TEC--010 FOR SEGMENTAL CONCRETE PAVING UNIT DESIGN AND APPLICATION STANDARDS (THICKNESS AND 
ASPECT RATIO) BASED ON APPLICATION.
CONCRETE THICKNESSES AND NEED FOR REBAR/REINFORCING CAN VARY BASED ON LOADS, SUBGRADE STRENGTH AND 
CLIMATE.  CONSULT PAV-TEC-004 FOR GUIDANCE ON DETERMINING CONCRETE THICKNESSES IN VEHICULAR APPLICATIONS.  
EXISTING CONCRETE/ASPHALT SHALL BE THOROUGHLY INSPECTED FOR AREAS IN NEED OF PATCHING OR REPLACEMENT.  
CONDUCT ALL REPAIRS AND FILL ALL CRACKS GREATER THAN 1/4 IN. (6 MM) WIDE PRIOR TO PROCEDING WITH THE 
SEGMENTAL PAVEMENT INSTALLATION.
SELECT GEOTEXTILE PER AASHTO M 288.
CONSULT PAV-MAN-003 (CANADA) OR PAV-MAN-004 (US) FOR AIRFIELD DESIGN, SPECIFICATION, CONSTRUCTION AND 
MAINTENANCE.


