NO INFILTRATION SYSTEMS CAN BE USED WHEN THE NATIVE SOILS HAVE VERY LOW
PERMEABILITY, OR ARE LOW STRENGTH, OR IF THERE ARE OTHER SITE LIMITATION.

SEGMENTAL CONCRETE PAVING UNIT OF SUITABLE
THICKNESS AND ASPECT RATIO FOR THE GIVEN
APPLICATION

ASTM NO 8, 89 OR 9 AGGREGATE IN OPENINGS,
AND BETWEEN SEGMENTAL PAVING UNITS AND
EDGING

- 2IN. (50 MM) THICK BEDDING COURSE
(ASTM NO 8 AGGREGATE)

—  OPEN GRADED BASE (ASTM NO 57 AGGREGATE),
THICKNESS BASED ON SITE CONDITIONS

—  GEOMEMBRANE ON BOTTOM AND

LY ‘
bd(w%@ SIDES OF OPEN GRADED BASE

-
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—— DRAINAGE GEOTEXTILE TO PROTECT
GEOMEMBRANE FROM DAMAGE

SOIL SUBGRADE, SLOPE FOR DRAINAGE

PERFORATED UNDERDRAIN PIPES SPACED AND
SLOPED TO DRAIN ALL STORED WATER. EMBED
PIPES IN NO. 57 STONE AND SLOPE TO OUTLET

NOTES:

—

VISIT www.masonryandhardscapes.org/technical-resources/#hardscapes-tech FOR ADDITIONAL RESOURCE DOCUMENTS.

2. CONSULT PAV-TEC--010 FOR SEGMENTAL CONCRETE PAVING UNIT DESIGN AND APPLICATION STANDARDS (THICKNESS AND
ASPECT RATIO) BASED ON APPLICATION.

3. BASE AND SUBBASE THICKNESSES CAN VARY BASED ON WATER STORAGE REQUIREMENTS, LOADS, SUBGRADE STRENGTH

AND CLIMATE. CONSULT CMHA PERMEABLE INTERLOCKING CONCRETE PAVEMENT MANUAL FOR GUIDANCE ON DETERMING

BASE AND SUBBASE THICKNESSES.

4. SELECT GEOTEXTILE PER AASHTO M 288.
5. CAN ALSO BE USED FOR COMMERCIAL PEDESTRIAN APPLICATIONS.
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