
PLASTIC OR FIBER GLASS PEDESTAL

SEGMENTAL PRECAST CONCRETE 
PAVING SLAB OF SUITABLE 
THICKNESS AND ASPECT RATIO FOR 
THE GIVEN APPLICATION

WATERPROOF MEMBRANE

PROTECTIVE BOARD, DRAINAGE 
MAT AND/OR RIGID INSULATION AS 
REQUIRED

ROOF DECK MIN. 2% SLOPE TO 
DRAIN

OPEN JOINTS FOR DRAINAGE

ROOF DRAIN

DRAWING NO.TITLE:

SCALE:

(AS SHOWN)

PEDESTAL SET IN PEDESTRIAN ROOFTOP
APPLICATIONS
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NOTES:

VISIT www.masonryandhardscapes.org/technical-resources/#hardscapes-tech FOR ADDITIONAL RESOURCE DOCUMENTS.
EXISTING CONCRETE SHALL BE THOROUGHLY INSPECTED FOR AREAS IN NEED OF PATCHING OR REPLACEMENT.  CONDUCT 
ALL REPAIRS AND FILL ALL CRACKS GREATER THAN 1/4 IN. (6MM) WIDE PRIOR TO PROCEDING WITH THE SEGMENTAL 
PAVEMENT INSTALLATION.
CONSULT PAV-TEC-014 "SEGEMENTAL CONCRETE PAVING UNITS FOR ROOF DECKS" FOR ADDITIONAL INFORMATION.
ROOF DECK DESIGNER TO SPECIFY TYPE AND THICKNESS OF PROTECTIVE BOARD, DRAINAGE MAT AND RIGID INSULATION 
BASED ON LOCAL CODES AND CLIMATE.
WIND UPLIFT ANALYSIS MAY BE NEEDED IN SOME SITUATIONS.
PEDESTAL SET SLABS TO COMPLY WITH ASTM C1944 " STANDARD SPECIFICATION FOR PEDESTAL-SET CONCRETE PAVING 
SLABS".


