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SAW CUT PAVERS(TYP.)

PLAN

ELEVATION

SECTION A-A

VARIES

MAX. 10:1 SLOPE

CURB (TYP.)

SEGMENTAL CONCRETE PAVING 
UNIT OF SUITABLE THICKNESS AND 
ASPECT RATIO FOR THE GIVEN 
APPLICATION

GEOTEXTILE OVER JOINTS

1 IN. (25 MM) THICK BEDDING SAND

NEW OR EXISTING CONCRETE 
BASE MIN. 4 IN. (100 MM) 

PROVIDE 1 IN. (25 MM) DIAMETER VERTICAL 
DRAIN HOLE(S) FILLED WITH ANGULAR 1/4 
IN. (6 MM) STONE AT LOWEST ELEVATIONS 
AND AT SUITABLE SPACING IN PAVEMENT 
FIELD TO PROPERLY DRAIN BEDDING SAND. 

CURB
EXISTING STREET

GEOTEXTILE - MIN 12 IN. (300 MM) 
WIDE TURN UP AGAINST CURB

COMPACTED AGGREGATE SUBBASE 
(AS REQUIRED) - THICKNESS VARIES 
BASED ON SITE CONDITIONS

SHALL BE A SQUARE GRID, EQUAL IN 
BOTH DIRECTION. DOMES SHALL BE 
ALIGNED IN THE DIRECTION OF 
PEDESTRIAN TRAVEL AND DIRECTED 
TOWARD RAMP ON OPPOSITE SIDE OF 
STREET

1.6 IN. TO 2.4 IN.
(41 MM TO 61 MM)

RAMP/ LANDING WIDTH

PLAN VIEW

(5
 M

M
)

0.
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IN
.

(23 MM - 36 MM)
0.9 IN. TO 1.4 IN.

OF BASE DIA.
50% TO 65%

ELEVATION
TRUNCATED DOME DETECTABLE WARNING

A

DRAWING NO.TITLE:

SCALE:

(AS SHOWN)

CURB RAMP WITH DETECTABLE WARNING PAV-DWG-T01

NOTE:

PAVERS WITH TRUNCATED DOMES SHALL VISUALLY CONSTRAST WITH SURROUNDING PAVERS.


